
WARNING
This power supply should only be installed by  a licensed electrician, and is suitable for SI-LITE SRT01 ribbon tape. Isolate the 
supply before connection. This product must be wired as described below. Incorrect wiring WILL result in irreparable 
damage to the LED and power supply. Read these instructions fully and carefully.

GENERAL
Thank you for purchasing a quality SI-LITE product. This product has been designed, developed and tested to our strict codes & 
standards. This product is designed to  accept a 100 - 240v AC supply, and is NOT DIMMABLE. It is only compatible with 
SI-LITE SRT01 ribbon tape. It can power up to 8 metres of SRT01. The power supply must be located in a well vented area, 
keeping it as cool as possible. Protect from exposure to heat from sunlight and lights. This product MUST be wired in parallel.

IMPORTANT INFORMATION
Installation should be carried out in accordance with IEE wiring regulations. Always disconnect the mains supply before installa-
tion. Connect the driver to the mains supply ensuring that it is protected by a fused connection unit. Make sure all electrical 
connections are tight. Install the fitting as described below. This power supply is IP20 rated, and must be located indoors.  
ASSEMBLY INSTRUCTIONS
1. Isolate the mains supply before installation.
2. For SRT01 - wire the live (+) cable (marked------) to the live (+) red cable, and the neutral (-) black cable to the neutral (-) 
black cable of the SRT01 LED ribbon tape.
3. Follow the SRT01 installation instructions for how to connect the LED ribbon tape.
4. Check you have followed these instructions fully - incorrect wiring will result in irreparable damage to the LED’s and to the 
driver. SI-LITE performs strict tests on all of our products, and we will not replace products which have been incorrectly wired.
5. Now you can switch on the supply. Make sure the power lead is plugged in to the SP07 fully.
6. If in doubt, contact a qualified electrician.
GUARANTEE
This product is guaranteed for a period of 1 year from the date of purchase. The guarantee is invalid in the case of improper 
use, improper installation or tampering. Should the product fail during the guarantee period it will be replaced free of charge, 
subject to correct installation and return of the faulty unit. SI-LITE is not responsible for any costs associated with the replace-
ment of this product. 
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FEATURES
LED Driver for SRT01 
IP20 - indoor use only
48w - powers up to 8m SRT01 
Input voltage 100 - 240v AC
4.0A output current 
Frequency 50-60 Hz
12v DC output voltage
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Figure 1

DIMENSIONS
Length 105mm
Width 50mm
Depth 33mm


