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SRT04-A15 Signal Repeater - Set-up Instructions

The SRT04-A15 can be set up as follows:

STEP 1:   Make sure that the power source connecting to the SRT04RGB is switched o�.
STEP 2:   Place the SRT04-A15, the connectors, the operating length of SRT04RGB (shown on the               
  left), and the new section of the SRT04RGB in the positions shown below, with the arrow on    
  the SRT04-A15 pointing towards the new section of SRT04RGB, and the “UP” on the     
  connectors facing upwards.
STEP 3:   Slide the connectors (A) onto the SRT04-A15.
STEP 4:   Push the operating section (B) and the new section (C) of the SRT04RGB all the way into the connectors.
STEP 5:  Use a silicon sealant to secure the connectors to the SRT04-A15 and the two sections of    
  the SRT04RGB (if required).
STEP 6:  Connect the power supply (D) (SP02 power supply pictured), to either end of the SRT04-A15. 
  (IMPORTANT NOTE: DO NOT CONNECT TWO POWER SUPPLIES!) Choose the side you wish to connect the power  
  supply to the SRT04-A15 based on your installation space. Connect the white wire to the + (positive) termi 
  nal, and the black wire to the - (negative) terminal. Use 7 watts of power for each metre of the new section of  
  SRT04RGB - up to a maximum of 12 metres.
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IMPORTANT NOTE: for outdoor or wet locations, please 
ensure that ALL connections are sealed using an appro-
priately rated silicon sealant, and that the SRT04-A15 is 
suitably protected in a suitably rated enclosure.


